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Motor-protective circuit-breakers PKZ from Moeller have long set the benchmark

for quality. And now, for inclusion in the xStart concept, these products have been

updated once again, and enhanced in terms of their technical specification.

The PKZM 0 now switches motors up to 32 A. At the same time, its short-circuit

switching capacity is significantly increased: the short-circuit rating (400 V) is now

150 kA up to 10 A and 50 kA up to 32 A. The PKZM 4 also has a switching capacity

of 50 kA. This simplifies the engineering of safety and reliability, with current 

limiters becoming virtually obsolete. PKZM 01 is a completely new product with

push-button operation for switching motors up to 16 A (50 kA/400 V).

Motor-protective 

circuit-breakers PKZ:

now better than ever
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Common accessories throughout 

the system 

Whether PKZM 0, PKZM 01 or PKZM 4,

the accessories are always the same.

Whether On or Off, overload or short

circuit, differential indication helps to

locate the cause of tripping without

delay, every time. The auxiliary contacts

can be fitted without tools and are 

fail-safe in the way they signal every

switching state. One particularly 

convenient component is the front

auxiliary contact NHI-E that can be

optionally built into already installed

and wired circuit-breakers. It goes

without saying that all the auxiliary

contacts and releases are worldmarket

devices, for all the customary mains

voltages.

Shunt trips and undervoltage

trips

Motor-protective circuit-breakers

PKZM 0 from 0 to 32 A

Motor-protective circuit-breakers

PKZM 4 from 10 to 65 A
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The optionally integrable front

auxiliary contact indicates the

switching position of 1 NO and

NC contact or 1 NO contact

Trip-indicating contacts: two

contacts provide differential 

indication of short circuit or 

overload 

Standard auxiliary contacts with

up to three contacts for the

On/Off switching position

The door coupling handle (IP 65) has a

tripped position in addition to the On

and Off positions. 
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Motor-protective circuit-breakers

PKZM 01: easy to operate by 

pressing or hitting a button 

The new motor-protective circuit-

breakers PKZM 01 for motors up to 

12 A are ideally suited to small

machines and applications where

operation by pressing or even hitting

a button is preferred. In addition 

to the auxiliary contacts from the

PKZM 0 range, special enclosures

with ingress protection IP 65 or IP 40

and the appropriate Emergency-Stop

buttons are available for these new

components. Their short-circuit 

switching capacity is 50 kA.




