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Zelio Logic programabilni relejiZa upravljanje jednostavnim sistemimaautomatizacije od 10 do 40 I/O. Kompaktni ili modularni, Zelio Logic nudi
�eksibilnost i jednostavnost.

Modicon Premium, idealan za proizvodnju i infrastrukturne aplikacije. Izvanredna �eksi-
bilnost za distribuiranu arhitekturu i inte-
gracija naprednih funkcija automatizacije.

Novi procesori visokih performansi

Ugra!eni CANopen  

Modicon Quantum, idealan zaprocesne aplikacije. Visok nivo 
performansi za procesnu kontrolu,safety aplikacije i pouzdanost arhitekture.

Novi procesori visokih performansi

Ugra!en Ethernet 

Pro�irenje memorije opciono sa PCMCIA

Safety ponuda

Modicon M340, za kompleksne ma!ine i in-frastrukturne projekte. Robustan, sna�ani kompaktnan zadovoljava potrebe za automatizacijom industrijskih procesa.
CANopen 

Ethernet TCP/IP mre�a - Transparent Ready

Modbus serijski link i character mode
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Platforma za automatizacijuModicon
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Programabilni kontroleri
Twido

Twido, idealan za jednostavne instalacije i male ma!ine: standardne aplikacije od 10 do 100 I/O (maksimalno 252 I/O). Kompakt-ni ili modularni, Twido nudi 
�eksibilnost i jednostavnost.

Idealno re�enje za proizvo�a�e ma�ina

Izbor Modicon M340 omogu"ava prednosti 

svih servisa iz Unity softver ponude, od 

projektovanja do implementacije aplikacije.

Modicon M340
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Za ostale verzije konsultujte Schneider Electric.

Programabilni relejiKompaktni, SR2

Kompaktni programabilni releji Sa displejom, a.c. napajanje 
Napon napajanja 24 VAC 100¼240 VAC
Broj ulaza/izlaza 12 20 10 12 20 20
Broj ulaza  Digitalni ulazi 8 12 6 8 12 12
Broj izlaza 4 relejna 8 relejnih 4 relejna 4 relejna 8 relejnih 8 relejnih
Dimenzije, ! x D x V (mm) 71.2x59.5x107.6 124.6x59.5x107.6 71.2x59.5x107.6 124.6x59.5x107.6
Sat da da ne da ne da
Referenca SR2B121B SR2B201B SR2A101FU (1) SR2B121FU SR2A201FU (1) SR2B201FU

(1) Programiranje programabilnih releja vr�i se isklju�ivo u LADDER-u

Kompaktni programabilni releji Sa displejom, d.c. napajanje 
Napon napajanja 12 VDC 24 VDC
Broj ulaza/izlaza 12 20 10 12 20 20
Broj ulaza Digitalni ulazi 8 12 6 8 12 12

Uklju�uju!i 0-10 V analogne ulaze 4 6 - 4 2 6
Broj izlaza 4 relejna 8 relejnih 4 relejna 4 8 relejnih 8
Dimenzije, ! x D x V (mm) 71.2x59.5x107.6 124.6x59.5x107.6 71.2x59.5x107.6 124.6x59.5x107.6
Sat da da ne da ne da
Referenca SR2B121JD SR2B201JD SR2A101BD (1) SR2B12 BD (2) SR2A201BD (1) SR2B20 BD (2)

(1) Programiranje programabilnih releja vr�i se isklju�ivo u LADDER-u

(2) Zamenite  brojem 1 za programabilne releje sa relejnim izlazom ili sa 2 za programabilne releje sa tranzistorkim izlazom (Primer: SR2B121BD)

Kompaktni programabilni releji Bez displeja i bez tastera 
Napon napajanja 100¼240 VAC 24 VDC
Broj digitalnih ulaza/izlaza 10 12 20 10 12 20
Broj ulaza Digitalni ulazi 6 8 12 6 8 12

Uklju�uju!i 0-10 V analogne ulaze ± ± ± ± 4 6
Broj izlaza 4 relejna 4 relejna 8 relejnih 4 relejna 4 relejna 8 relejnih
Dimenzije, ! x D x V (mm) 71.2x59.5x107.6 124.6x59.5x107.6 71.2x59.5x107.6 124.6x59.5x107.6
Sat ne da da ne da da
Referenca SR2D101FU (1) SR2E121FU SR2E201FU SR2D101BD (1) SR2E121BD (3) SR2E201BD (3)

(1) Programiranje programabilnih releja vr�i se isklju�ivo u LADDER-u

(3) Da biste poru�ili relej sa 24 VAC napajanjem (bez analognih ulaza), izbri!ite slovo D sa kraja reference (SR2E121B i SR2E201B)

Zelio Logic
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Za ostale verzije konsultujte Schneider Electric.

Modularni, SR3

Modularni programabilni releji* Sa displejom
Napon napajanja 24 VAC 100¼240 VAC 12 VDC 24 VDC
Broj ulaza/izlaza 10 26 10 26 26 10 26
Broj ulaza Digitalni ulazi 6 16 6 16 16 6 16

Uklju�uju!i 0-10 V analogne ulaze ± ± ± ± 6 4 6
Broj izlaza 4 relejna 10 relejnih 4 relejna 10 relejnih 10 relejnih 4 10
Dimenzije, ! x D x V (mm) 71.2x59.5x107.6 124.6x59.5x107.6 71.2x59.5x107.6 124.6x59.5x107.6 124.6x59.5x107.6 71.2x59.5x107.6 124.6x59.5x107.6
Sat da da da da da da da
Referenca SR3B101B SR3B261B SR3B101FU SR3B261FU SR3B261JD SR3B10 BD (1) SR3B26 BD(1)
*Na modularnu bazu mo�e se postaviti jedan I/O modul za pro�irenje. 24 VDC modularna baza mo�e se dopuniti sa jednim komunikacionim modulom 

   i/ili jednim I/O modulom za pro!irenje.
(1) Zamenite  brojem 1 za programabilne releje sa relejnim izlazom ili sa 2 za programabilne releje sa tranzistorskim izlazom (Primer: SR3B101BD)

Moduli za pro"irenje za Zelio Logic SR3B (2) Komunikacija Digitalni ulazi/Izlazi Analogniulazi/izlazi
Mre�a Modbus Ethernet ± ±
Broj ulaza/izlaza ± ± 6 10 14 4
Broj ulaza Digitalni ± ± 4 6 8 ±

Analogni (0�10 V, 0�20 mA, PT100) ± ± ± ± ± 2 (1 PT100 max)
Broj izlaza Relejni ± ± 2 relejna 4 relejna 6 relejnih ±

Analogni (0�10 V) ± ± ± ± ± 2
Dimenzije, ! x D x V (mm) 35.5x59.5x107.6 35.5x59.5x107.6 72x59.5x107.6 35.5x59.5x107.6
Referenca 24 VAC ± ± SR3XT61B SR3XT101B SR3XT141B ±

100�240 VAC ± ± SR3XT61FU SR3XT101FU SR3XT141FU ±
12 VDC ± ± SR3XT61JD SR3XT101JD SR3XT141JD ±
24 VDC SR3MBU01BD SR3NET01BD SR3XT61BD SR3XT101BD SR3XT141BD SR3XT43BD

(2) Napajanje modula za pro�irenje obezbe�eno je preko Zelio Logic modularnih relejaZelio Soft 2 softver i alat za programiranje
Zelio Soft 2 softver, kablovi za povezivanje, 
be�i na!veza,!memorija

Vi�ejezi ni!paket!zaprogramiranje Kablovi za povezivanje Be�i na!veza Back-upmemorijaOpis PC CD-ROM (Windows 98, NT, Serijski USB Bluetooth EEPROM

2000, XP) (3) PC/Programabilni releji PC/Programabilni releji interfejs
Referenca SR2SFT01 SR2CBL01 SR2USB01 SR2BTC01 SR2MEM02

(3) CD-ROM uklju�uje Zelio Soft 2 paket za programiranje, biblioteku, priru�nik za obuku, instalacione instrukcije i priru�nik za upotrebu

     Komunikacioni interfejs za SR2/SR3
Interfejs, modemi, Zelio Logic Alarm softver Komunikacioniinterfejs Modemi (4) Zelio Logic Alarmdaljinsko nadgledanjeNapon napajanja 12�24 VDC 12�24 VDC 12�24 VDC ±
Opis ± Analogni modem GSM modem PC CD-ROM (Windows 98, NT, 2000, XP)

Dimenzije, ! x D x V (mm) 72x59.5x107.6 120.7x35x80.5 111x 25.5x54.5 ±
Referenca SR2COM01 SR2MOD01 SR2MOD02 SR2SFT02

(4) Koristi se sa komunikacionim interfejsom SR2COM01

Novo

Novo
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Za ostale verzije konsultujte Schneider Electric.

Novo

Programabilni kontroleriBazeTwido

Tip baze Kompaktne
Broj digitalnih I/O 10 16 24 40
Broj digitalnih ulaza (24 VDC) 6 sink/source 9 sink/source 14 sink/source 24 sink/source
Broj digitalnih izlaza 4 relejna (2 A) 7 relejnih (2 A) 10 relejnih (2 A) 14 relejnih (2 A),

2 tranzistorska (1 A)

Povezivanje Priklju�ni blokovi sa zavrtnjem (bez mogu!nosti skidanja)

Mogu"i!I/O!moduli!za!pro�irenje ± ± 4 7
Brojanje 3 x 5 kHz, 1 x 20 kHz
PWM pozicioniranje ± 2 x 7 kHz
Serijski portovi 1 x RS 485 1 x RS 485; opciono: 1 x RS 232C ili RS 485

Protokol Modbus master/slave, ASCII, I/O relokacija

Ethernet port ± ± ± RJ45 Ethernet

Dimenzije, ! x D x V 80 x 70 x 90 mm 80 x 70 x 90 mm 95 x 70 x 90 mm 157 x 70 x 90 mm
Referenca Napon napajanja 100�240 VAC TWDLCAA10DRF TWDLCAA16DRF TWDLCAA24DRF TWDLCAE40DRF (1)

Napon napajanja 19.2�30 VDC TWDLCDA10DRF TWDLCDA16DRF TWDLCDA24DRF TWDLCDE40DRF (1)
"asovnik realnog vremena (opciono) TWDXCPRTC
Displej (opciono) TWDXCPODC
Dodatna memorija (opciono) TWDXCPMFK32 (3) TWDXCPMFK64 (4)

(1) 40 I/O verzija bez Ethernet-a: TWDLCAA40DRF i TWDLCDA40DRF

Tip baze Modularne
Broj digitalnih I/O 20 40
Broj digitalnih ulaza (24 VDC) 12 sink/source 12 sink/source 24 sink/source
Broj digitalnih izlaza 8 tranzistorskih, source (0.3 A) 6 relejnih (2 A) & 2 tranz., source (0.3 A) 16 tranzistorskih, source (0.3 A)

Povezivanje HE10 konektor Priklju�ni blokovi sa zavrtnjem HE10 konektor
Broj!mogu"ih!I/O!modula!za!pro�irenje 4 7 7
Napon napajanja 24 VDC

Brojanje 2 x 5 kHz, 2 x 20 kHz
PLS/PWM pozicioniranje 2 x 7 kHz
Serijski portovi 1 x RS 485; opciono: 1 x RS 232C ili RS 485

Protokol Modbus master/slave, ASCII, I/O relokacija

Dimenzije, ! x D x V 35.4 x 70 x 90 mm 47.5 x 70 x 90 mm 47.5 x 70 x 90 mm
Referenca TWDLMDA20DTK (2) TWDLMDA20DRT TWDLMDA40DTK (2)

"asovnik realnog vremena (opciono) TWDXCPRTC
Displej (opciono) TWDXCPODM
Dodatna memorija (opciono) TWDXCPMFK32 (3) TWDXCPMFK64 (4)

(2) Sink verzija tranzistorskih izlaza: TWDLMDA20DUK i TWDLMDA40DUK
(3) "uvanje aplikacije, prenos programa

(4) Pro�irenje memorije, �uvanje aplikacije, prenos programa

Jednostavnost

Kompaktnost,!#eksibilnost
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Za ostale verzije konsultujte Schneider Electric.

Novo

Novo

Programabilni kontroleriI/O moduliProgramabilni kontroleriBaze

Tip modula Analogni ulazi
Broj ulaza 2 2 4 8 8
Povezivanje Priklju�ni blokovi sa zavrtnjem

Ulazi Opseg Termoparovi 0�10 V (1) 0�10 V (1) 0�10 V (1) PTC/NTC

tip K, J, T 4�20 mA (2) 4�20 mA (2) 4�20 mA (2)

q °C

Rezolucija 12 bita (4096 ta�aka) 10 bita (1024 ta�ke)

Preciznost merenja 0.2% vrednosti pune skale
Napon napajanja 24 VDC

Dimenzije, ! x D x V 23.5 x 70 x 90 mm
Referenca TWDAMI2LT TWDAMI2HT TWDAMI4LT TWDAMI8HT TWDARI8HT

(1) Nisu diferencijalni
(2) Diferencijalni

Tip modula Analogni Izlazi, ulazi/izlazi (kombinovano)
Broj ulaza i/ili izlaza 1 izlaz 2 izlaza 2 ulaza / 1 izlaz 2 ulaza / 1 izlaz 4 ulaza / 2 izlaza
Povezivanje Priklju�ni blokovi sa zavrtnjem

Ulazi Opseg ± ± 0�10 V (1) Termopar tip K, J & T 0�10 V (1)

4�20 mA (2) 3-�i�ni Pt 100 sonda 4�20 mA (2)

Rezolucija ± ± 12 bita (4096 ta�aka) 12 bita (4096 ta�aka) 12 bita (4096 ta�aka)

Izlazi Opseg 0�10 V (1) – 10 V 0�10 V (1) 0�10 V (1) 0�10 V (1)

4�20 mA (2) 4�20 mA (2) 4�20 mA (2) 4�20 mA (2)

Rezolucija 12 bita 11 bita + znak 12 bita 12 bita 12 bita
Preciznost merenja 0.2% vrednosti pune skale
Napon napajanja 24 VDC

Dimenzije, ! x D x V 23.5 x 70 x 90 mm
Referenca TWDAMO1HT TWDAVO2HT TWDAMM3HT TWDALM3LT TWDAMM6HT

(1) Nisu diferencijalni
(2) Diferencijalni

Tip modula Digitalni ulazi/izlazi
Broj ulaza i/ili izlaza 8 16 16 32 4 ulaza / 4 izlaza 16 ulaza / 8 izlaza
Povezivanje Priklju�ni blokovi sa zavrtnjem HE10 konektori Priklju�ni blokovi Prik. blokovi sa oprugom

sa zavrtnjem (bez mogu!nosti skidanja)

Referenca Ulazi 24 VDC sink TWDDDI8DT ± ± ± ± ±
24 VDC sink/source ± TWDDDI16DT TWDDDI16DK TWDDDI32DK
120 V sink TWDDAI8DT ± ± ± ± ±

Izlazi Relejni (2 A) TWDDRA8RT TWDDRA16RT ± ± ± ±
Tranzistor, source (0.1 A) TWDDD08TT (3) ± TWDDD016TK (3) TWDDD032TK (3) ± ±

Ulazi, 24 VDC sink/source

+ izlazi, relejni (2 A)

± ± ± ± TWDDMM8DRT TWDDMM24DRF
(3) Sink verzija tranzistorskih izlaza: TWDDDO8UT, TWDDDO16UK i TWDDDO32UK
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Za ostale verzije konsultujte Schneider Electric.

Novo Novo

Tip modula Serijski interfejs Adapter za serijski interfejs
Fizi ka!veza (neizolovana) RS 232C RS 485 RS 232C RS 485

Povezivanje Mini-DIN konektor Na !raf Mini-DIN konektor Na !raf 
Protokol Modbus master/slave, ASCII, I/O relokacija

Kompatibilnost Twido baze Modularna baza TWDLMDA Kompaktna baza TWDLCAA16/24DRF

Modularna baza i integrisani displej modul TWDXCPODM

Referenca TWDNOZ232D TWDNOZ485D TWDNOZ485T TWDNAC232D TWDNAC485D TWDNAC485T

Tip modula CANopenpro"irenje Ethernetinterfejs Modbusizolacioni modul Modbusspojni modul AS-InterfejsmasterBroj modula 1 1 ± ± 2 (1)
Povezivanje SUB-D9 RJ45 RJ45 RJ45 Priklju�ni blokovi

sa zavrtnjem
Kompatibilnost Twido baze 20, 24 ili 40 I/O Svi modeli Svi modeli Svi modeli 20, 24 ili 40 I/O 
Referenca TWDNCO1M 499TWD01100 TWDXCAISO TWDXCAT3RJ TWDNOI10M3

(1) Maksimalno 2 modula, maksimalno 62 digitalnih slave modula, 7 analognih slave modula , AS-Interfejs/M3, V 2.11 (ne podr�ava pro#l S.7.4)

Softver za programiranje

Softver, kablovi za povezivanje, interfejs TwidoSuitesoftverV1.0 EN/FR
TwidoAdjustsoftver Kablovi za povezivanje Bluetooth#USB adapter Bluetooth#gateway

Povezivanje PC sa Windows

2000" ili XP
Pocket PC

2003 ili 2005
Twido/PC

USB port

Za PC koji nema

Bluetoothfi

Za Twido
kontroler

Referenca TWDBTFU10EF(2) TWDSMD1002V30M (3) (4) VW3A8115 VW3A8114
(2) Za ostale jezike, zamenite poslednja 2 slova reference (EF) slede�im slovima: ES za engleski-�panski, ET za engleski-italijanski, ED za engleski-nema!ki ili EC za engleski-ki-
neski    (3) TSXCUSB485 + TSXCRJMD25

(4) Za Twido Extreme: naru�ite referencu VW3A8106

Programabilni kontroleriKomunikacioni moduli za Twido kompaktne i modularne baze 
Twido
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Za ostale verzije konsultujte Schneider Electric.

Novo

Tip baze Twido Extreme
Broj I/O 41
Stepen za!tite IP67
Temperatura  -40�+110°C, temperatura skladi�tenja -55�+155°C

Relativna vla�nost 90% bez kondenzacije
Broj ulaza Digitalni 13 (za!tita od kratkog spoja)

Analogni 8 (uklju�uju!i 1 kon"gurabilni ulaz do PWM)

PWM 1
Broj izlaza Digitalni 16* (za!tita od kratkog spoja)

PWM ili PLS 3
Napon napajanja 12 ili 24 VDC

Broja!i 1 x 10 kHz
Komunikacioni portovi RS 485, CAN J1939, CANopen master

Protokolil na serijskoj vezi Modbus RTU master/slave, ASCII

Dimenzije, " x D x V 165.51 x 45.70 x 225 mm
Referenca TWDLEDCK1

* 16 izlaza u verziji 12 VDC. Ograni�eno na 8 izlaza u verziji 24 VDC.

Ugradnja i povezivanje Komplet za povezivanje 70-pinski konektor Fabri!ki o�i!en 70-pinski konektorDetalji 4 odstojnika, 80 pinova, Fabri�ki o�i�en sa 1.5 m kablom,  

8 podlo!ki, 80 zaptiva�a, na drugom kraju ogoljene �ice

8 vibracionih podlo!ki 1 maska
Stepen za!tite ± IP67 IP67
Referenca TWDXMTK4 TWDFCNK70 TWDFCWK70L015

Odvojene komponente Alat za krimpovanje RJ45 konektor za programiranje
Upotreba Postavljanje �ica na pinove

70-pinskog konektora
Povezuje Twido Extreme
na PC za programiranje

Referenca TWDXMTCT TWDNAK70P

Programabilni kontroleriKomunikacioni moduli za Twido kompaktne i modularne baze 
Programabilni kontroleriBaze

Robusnost
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Za ostale verzije konsultujte Schneider Electric.

Platforma za automatizacijuProcesorski moduliModicon M340
Novo

Tip procesora Standardni Visokih performansiBMX P34 1000 BMX P34 2010 BMX P34 2020 BMX P34 2030
Broj rekova 1 (4, 6, 8 ili 12 slotova)

Maksimalna kon"guracija Maksimalno 12 slotova za procesor i module (koje ne uklju�uje modul za napajanje)

Funkcije Maksimalni broj (1) Digitalni I/O 512 704
Analogni I/O 66
Kontrolni kanali Programabilne petlje (preko CONT-CTL kontrole procesa i EFB biblioteke)

Broja�ki kanali 20 36
Upravljanje servo sistemima ± Nezavisne ose na ± Nezavisne ose na

CANopen mre�i CANopen mre�i 

(MFB biblioteka) (MFB biblioteka)

Integrisanopovezivanje Ethernet TCP/IP ± 1 RJ45 port, 10/100 MBps, sa Transparent

Ready klasa B10 standardnim web serverom

CANopen master bus ± 1 (9-pinski SUB-D) ± 1 (9-pinski SUB-D)

Serijski link 1 RJ45 port, Modbus master/slave RTU/ASCII ili Character mode ±
(neizolovani RS 232C/RS 485), 0.3...19.2 kBps

USB port 1 port, 12 MBps

Komunikacionimodul Ethernet TCP/IP 1 RJ45 port, 10/100 MBps sa:

- Transparent Ready klasa B30 standardni web server sa BMX NOE 0100 modulom

- Transparent Ready klasa C30 kon"guracioni web server sa BMX NOE 0110 modulom

Interno kori�#ena Ukupni kapacitet 2048 Kb 4096 Kb
RAM memorija Program, konstante i simboli 1792 Kb 3584 Kb

Podaci 128 Kb 256 Kb
Vreme izvr!avanja Bool-ova 0.18 "s 0.12 "s
jedne instrukcije Sa re�ima ili 

aritmeti�ke
Jednostruka du�ina re�i 0.38 "s 0.25 "s
Dvostruka du�ina re�i 0.26 "s 0.17 "s

Sa pokretnim zarezom 1.74 "s 1.16 "s
Br. K instrukcija 100% Bool-ova 5.4 Kinst/ms 8.1 Kinst/ms
izvr!enih u ms 65% Bool-ove i 35% aritmeti�ke 4.2 Kinst/ms 6.4 Kinst/ms
Sistem Master task 1.05 ms 0.70 ms

Fast task 0.20 ms 0.13 ms
Referenca BMX P34 1000 BMX P34 2010 BMX P34 2020 BMX P34 2030

(1) Distribuirani I/O u CANopen mre�i nisu uklju�eni u ovaj maksimalni broj. 
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Za ostale verzije konsultujte Schneider Electric.

Platforma za automatizacijuMemorijske karticeModicon M340

Tip kartice 8 MB memorijska kartica 8 MB memorijska kartica + podaci
Upotreba Standardno se isporu�uje sa svakim procesorom. Koristi se za: Kao zamena za memorijsku karticu standardno 

� Backup programa, �uvanje konstanti, simbola i podataka se isporu�uje sa procesorom, koristi se za:

� Aktivacija web servera klase B10 � Backup programa, �uvanje konstanti, simbola i podataka

� Skladi�tenje dokumenata, 16 MB

� Aktivaciju  web servera klase B10

Kompatibilnost BMX P34 1000/20.0 BMX P34 20.0

Referenca BMX RMS 008MP BMX RMS 008MPF

Komunikacioni moduli

Tip modula Ethernet TCP/IP mre�a

Brzina 10/100 MBps

Standardne funkcije Modbus TCP/IP TCP/IP (Uni-TE, Modbus)

Klasa usagla!enosti Transparent Ready klasa B30 Transparent Ready klasa C30

Komunikacioni servisi I/O skeniranje Da
Transparent Ready FDR servis Da (klijent/server)

SNMP mre�ni servis Da
Servis globalnih podataka Da
SOAP/XML Web servis Ne Server
Passband management Da

Referenca BMX NOE 0100 BMX NOE 0110
Memorijska kartica Kompatibilnost Ethernet modul BMXNOE0100

Upotreba Obezbe#uje servise za Transparent Ready:

Klasa B Klasa C

16 MB dostupno za web stranice

Referenca BMX RWS B000M BMX RWS C016M

USB kablovi za povezivanje
Opis Terminal port/USB kablovi
Upotreba Od Mini B USB port za Modicon M340 procesor

Do PC terminal tip A USB port

Du�ina 1.8 m 4.5 m
Referenca BMX XCA USB H018 BMX XCA USB H045
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Za ostale verzije konsultujte Schneider Electric.

Platforma za automatizacijuModuli za napajanjeModicon M340

Tip modula Moduli za napajanje
Napon 24 VDC izolovani 24�48 VDC izolovani 100�240 VAC

Nominalna ulazna struja 1�24 VDC 1.65�24 VDC, 0.61�115 VAC

0.83�48 VAC/DC

Trajanje mikro-prekida £ 1
Integrisana za!tita Preko internog osigura�a

Maksimalno korisna snaga 17W 32 W 20 W 36 W

Maksimalno disipirana snaga 8.5 W

Odvojivi konektori(komplet od 2) standardno se isporu�uje BMX XTS CPS10 (kavezna klema)
posebno se poru�uje BMX XTS CPS20 (sa oprugom)

Referenca BMX CPS 2010 BMX CPS 3020 BMX CPS 2000 BMX CPS 3500

Rekovi

Ugradnja modula Rekovi
Tip modula koje treba instalirati BMX CPS napajanje, BMX P34 procesor, I/O moduli i moduli za spec. aplikacije (broja�, komunikacija)
Broj slotova 4 6 8 12
Referenca BMX XBP 0400 BMX XBP 0600 BMX XBP 0800 BMX XBP 1200

Opcioni dodatni pribor

Komplet za za!titu od 
elektrostati!kog pra�njenja

Za BMX EHC 0200/0800 module
sastoji se od metalne �ipke, 2 podno�ja za postavljanje u rek i kompleta klema sa oprugama

Rek BMX XBP 0400 BMX XBP 0600 BMX XBP 0800 BMX XBP 1200

Referenca BMX XSP 0400 BMX XSP 0600 BMX XSP 0800 BMX XSP 1200

Prstenaste kleme sa oprugom  Kablovi sa popre!nim presekom(pakovanje od 10) 1.5¼6 mm2 5¼11 mm2
Referenca STB XSP 3010 STB XSP 3020

Za!titne maske(pakovanje od 5)
Za slobodne slotove na BMX XBP 00 reku

Referenca BMX XEM 010
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Za ostale verzije konsultujte Schneider Electric.

Platforma za automatizacijuDigitalni I/O moduli

Tip modula DC ulazni moduli
Broj ulaza 16 16 32 64 16
Povezivanje Klema sa oprugom ili zavrtnjem 1 konektor 2 konektora Klema sa oprugom ili zavrtnjem

20-pinski 40-pinski 40-pinski 20-pinski
priklju�ni blok priklju�ni blok

Nominalne ulazne vrednosti Napon 24 V 48 V 24 V

Struja 3.5 mA 2.5 mA 1 mA 3 mA

Logika Pozitivna (sink) Negativna (source)

Grani!ne ulazne vrednosti U stanju 1 Napon $11 V $34 V $11 V $15 V $14 V

Struja > 2 mA > 2 mA > 2 mA > 1 mA > 2 mA

(za U $11 V) (za U $34 V) (za U $11 V) (za U $5 V) (za U $15 V)

U stanju 0       Napon < 5 V < 10 V < 5 V

Struja $1.5 mA $0.5 mA $1.5 mA $0.5 mA

Referenca BMX DDI 1602 BMX DDI 1603 BMX DDI 3202K BMX DDI 6402K BMX DAI 1602

Tip modula AC ulazni moduli
Broj ulaza 16
Povezivanje Priklju�ni blokovi sa zavrtnjem ili oprugom, 20-pinski

Nominalne ulazne vrednosti Napon 24 VAC 48 AC 100�120 VAC

Struja 3 mA

Frekvencija 50/60 Hz
Grani!ne ulazne vrednosti U stanju 1               Napon $15 V $34 V $74 V

Struja $2 mA $2.5 mA

U stanju 0 Napon &5 V &10 V &20 V

Struja &1 mA

Referenca BMX DAI 1602 BMX DAI 1603 BMX DAI 1604

Tip modula DC tranzistorski izlazni moduli
Broj ulaza 16 16 32 64
Povezivanje Priklju�ni blokovi sa zavrtnjem ili oprugom, 20-pinski jedan 40-pinski konektor dva 40-pinska konektora
Nominalne izlazne vrednosti Napon 24 VDC

Struja 0.5 V 0.1 V

Logika Pozitivna (source) Negativna (sink) Pozitivna (source)

Grani!ne izlazne vrednosti Napon (ripl uklju�en) 19�30 (mogu!e do 34 V, ograni�no do 1 sat na svakih 24)

Struja po kanalu 0.625 A 0.125 A

Struja po modulu
Maksimalna disipirana snaga 4 2.26 3.6 6.85
Referenca BMX DDO 1602 BMX DDO 1612 BMX DDO 3202K BMX DDO 6402K

Modicon M340
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